SCHEDULE OF TOPSOILS & ADDITIVES

LOCATION DEPTH DESCRIPTION
113 PEAT - MANURE BLEND
ggg?’“ PLANTING 6" 113 HIGH ORGANIC LOAM
113 EXISTING SOIL
FLOWER o SCREENED LOAM
BEDS 1/3 PEAT - MANURE BLEND LIME - PELATIZED OR GROUND (50 LB,
PER 100 SF)
GROUND BONE MEAL (50 LB. PER 100 SF.)
10-10-10 ORGANIC FERTILIZER (50 LB. PER 5000 SF.)
LAWNS 6" 6" SCREENED LOAM
~SOD & SEED
PITSITREE WELLS 1/3 PEAT - MANURE BLEND
"STANDARD MIX" 120 SOILMX'A - 1/3 HIGH ORGANIC LOAM
FOR BACKFILL 113 EXISTING SOIL
70% LIGHT WEIGHT SHALE
PITSITREE WELLS 12" SOILMIX'B - 20% SAND
"LITE WEIGHT MIX' 10% COMPOST
PITSITREE WELLS 120 SOIL MIX 'C' - MIX COMPOSITION
"STRUCTURAL MIX' 70 BE SUPPLIED BY LANDSCAPE ARCHITECT.

REMOVE ALL DEADWOOD (DO NOT REMOVE ANY
OTHER VEGETATION)

SHRUBS SHALL BE PLANTED ;2" ABOVE
SURROUNDING GRADE - SHRUBS SHALL BE PLUMB
AFTER SETTLEMENT

CUT AND REMOVE BURLAP FROM TOP 1/3 OF
ROOTBALL. IF ROOTBALL IS WRAPPED IN PLASTIC
OR NON-BIODEGRADEABLE MATERIAL REMOVE
ENTIRE WRAP

3" PINE BARK MULCH (UNLESS OTHERWISE NOTED
ON PLANS)

TEMPORARY MOUND WITH EXCAVATED SOIL TO 3"
ABOVE FINISHED GRADE

! BACKFILL WITH PLANTING STANDARD MIX
T =/ =H=—————— ROOTBALL ON UNDISTURBED SUBGRADE

2X ROOT BALL PLANTING STANDARD SOIL MIX:
DIA. (VIN.) 1/3 PEAT - MANURE BLEND
1/3 HIGH ORGANIC LOAM
1/3 EXISTING SOIL
SHRUB DETAIL
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BRSNS MIX AS SPECIFIED
i UNDISTURBED SUBGRADE

SEASONAL COLOR / PERENNIAL / GROUNDCOVER PLANTING
NTS

NOTES:
1) LAY SOD TO FORM A SOLID MASS WITH TIGHTLY FITTED JOINTS

NOTES:
ON TREES BELOW 3" CAL.
USE WOOD STAKES.

ON TREES 3" CAL. OR GREATER
USE GUYING CABLES.

IF GUYING CABLES USE 3 PER TREE

2X ROOT BALL DIAMETER (MIN.,

)

-~

USE DUCKBILL TREE ANCHOR FOR 3" CAL.

OR GREATER
PLANTING SOIL MIX:

/3 PEAT - BLEND MANURE
1/3 HIGH ORGANIC LOAM
1/3 EX. SOIL

SHADE / FLOWERING TREE DETAIL

INSTALL TREE PLUMB - L.A. TO APPROVE FACE
| ORIENTATION OF TREES ON SITE

NON-GURDELING STRAP SUCH AS CHAIN
LOCK OR ARBORTAPE

INSTALL TREE GATORS ON ALL TREES NOT
COVERED BY IRRIGATION AS PER
MANUFACTURERS SPECIFICATIONS.
CONTRACTOR TO MAINTAIN DURING PERIOD
OF WARRANTY

TREE SHALL BE PLANTED ;3" ABOVE

SURROUNDING GRADE - TREE SHALL BE

PLUMB AFTER SETTLEMENT

IF ROOTBALL IS WRAPPED IN PLASTIC OR
NON-BIODEGRADEABLE MATERIAL REMOVE ENTIRE
WRAP - IF WRAPPED IN BURLAP, CUT OPEN AT LEAST
1/3 OF TOP

3" PINE BARK MULCH (UNLESS OTHERWISE NOTED
ON PLANS)

HAND EXCAVATE HOLE TO DIAMETER 2X WIDER THAN
ROOT BALL - PRUNE ROOT FLARE - BACKFILL HOLE
WITH PLANTING SOIL MIX AS SPECIFIED

EARTH SAUCER TO CONTAIN 3" MULCH - PULL
MULCH 3-6" AWAY FROM TRUNK OF TREE
(KNOCKDOWN/REMOVE SAUCER AFTER FIRST
SEASON)

USE 2'X2" HARDWOOD STAKE
(FOR BELOW 3" CAL.)

UNDISTURBED SUBGRADE

NOTE:

FOR ALL FALL PLANTING, WRAP TRUNK AS
SPECIFIED TO 2ND LOWEST BRANCH -
REMOVE THE FOLLOWING SPRING

ALL TREES SHALL BE FLOODED TWICE DURING
THE FIRST 24 HOURS AFTER PLANTING
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USE 2'X2" HARDWOOD STAKE

LOCATE ANCHOR STAKE 18" AWAY FROM TREE TRUNK ON SIDE OF
PREVAILING WIND.

INSTALL TREE PLUMB - L.A. TO APPROVE FACE/ORIENTATION OF TREES
ON SITE

TREE SHALL BE PLANTED ;3" ABOVE SURROUNDING GRADE - TREE
SHALL BE PLUMB AFTER SETTLEMENT

IF ROOTBALL IS WRAPPED IN PLASTIC OR NON-BIODEGRADEABLE
MATERIAL REMOVE ENTIRE WRAP - IF WRAPPED IN BURLAP, CUT OPEN
AT LEAST 1/3 OF TOP & REMOVE ALL TWINE/ ROPE.

PULL WIRE CAGE BACK DOWN INTO PLANTING HOLE 1/3 HEIGHT OF
ROOTBALL
EXCAVATE HOLE TO DIAMETER 2X WIDER THAN ROOT BALL - BACKFILL
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g; Eﬂé?%ﬁ,@g&?g&? SODSTRPS 3 o HOLE WITH PLANTING MIX AS SPECIFIED
iR 7 "
4) STAGGER STRIPS TO OFFSET JOINTS IN ADJACENT COURSES ;,m/ )72 3" PINE BARK MULCH (UNLESS OTHERWISE NOTED ON PLANS)
5) REMOVE EXCESS SOD TO AVOID SMOTHERING OF ADJACENT GRASS X !@\ss;w Y
6) PROVIDE SOD PAD TOP FLUSH WITH ADJACENT STEEL EDGING AND PAVEMENT ) |'Jﬁ ’ TEMPORARY EARTH SAUCER TO CONTAIN 3' MULCH - PULL MULCH
D =X LOIIIIMAPTI T 3-6' AWAY FROM TRUNK OF TREE (NOCKDOWNIREMOVE SAUCER
SOD AS SPECIFIED 2 [l AFTER FIRST SEASON)
== UNDISTURBED SUBGRADE
6" LAWN SOIL MIX AS SPECIFIED Drawn By:ND [ Checked By: Th
PLANTING STANDARD SOIL MIX:
UNDISTURBED SUBGRADE = aA1 AV 113 PEAT - MANURE BLEND
2X ROOT BALL DIAMETER (MIN) 113 HIGH ORGANIC LOAM Plantin
1/3 EXISTING SOIL ng
Details
TS NTS Scale: As Noted
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